
Dimensions:   

• Polycarbonate resistant cover

• Voltage: 220-240 VAC

• 2 year guarantee

• Non - Dimmable

• Colour Temperature: 2700K

• Lumens: 720lm
0

• Beam Angle: 220

• Sensing Distance: 5-7m 

• Preset Time ON: 35sec

• Dusk-Dawn Sensor: <100lux

• Switch override function

  (3sec OFF/ON switch)

• CRI (Ra) > 80

• Lamp Base: E27 & B22

• No manual adjustment required

• 75W incandescent GLS lamp equivalent

• Lamp Base: E27 & B22

Features:

Lamp Base:  

2

• Diameter: Ø60mm
• Length: 118mm

ES (E27)BC (B22)

118m
m

 

Ø60mm 

LEDTek energy saving LED GLS sensor lamp automatically switches 
ON when dark when motion is detected and switches OFF in daylight. 
It is fitted with dusk-dawn sensor and microwave sensor.                         .

The cover is made of fire and shatter resistant polycarbonate.
Ideal for use in various indoor/outdoor applications including industrial, 
commercial and domestic. Compatible with existing fixtures with E27/B22 
holder and designed for retrofit replacement of incandescent lamps.

Specifications:

9W GLS Lamp with Dusk-Dawn 
and Microwave Sensor 

ON

OFF
Auto Sensor

GLS-MW9BCWW

PRODUCT CODE LUMENS WATTAGE CAP TYPE DIMENSIONS

720 lm 9W B22 (BC) ø60 x 118mm

GLS-MW9ESWW 720 lm 9W E27 (ES) ø60 x 118mm


